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Paper Load on Preproofer X700 

 

1. Printer FRONT ς Load roll  

Load the Paper roll with the standard Epson procedure  

- On the printer control panel select α/ustom Paper мάόƛǘΩs preselected) and press OK button 
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2. Remove the Paper press bow-on  printer FRONT and BACK  

- remove the press bow on printer  FRONT 

 

 

- Turn the paper bow on the BACK printer off 
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3. Printer BACK, ǇǊŜǇŀǊŜ ŦƻǊ  άtaper Loadέ 

- tǊŜǎǎ ǘƘŜ αtŀǇŜǊ [ƻŀŘέ button 

- On the 5ƛǎǇƭŀȅ Υ αtŀǇŜǊ wŜƭŜŀǎŜŘά  α[ƻŀŘ tŀǇŜǊά 

- {ǘŀǘǳǎ [95 αtŀǇŜǊ IƻƭŘάgets red 

 
 

4. Printer BACK ς put in the άLOAD SHEETέ  

- tǳǘ ǘƘŜ α[h!5 {I99¢ά through the lower printer. Fix it with the magnets on the left and 

right side. 
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5. {ŜƴŘ αtŀǇŜǊ ƭƻŀŘά Ƨƻō ǘƻ ǇǊƛƴǘŜǊ Cwhb¢  

- Start the DI-tƛƭƻǘ ŀƴŘ ǇǊŜǎǎ α[Ř tŀǇŜǊά button 
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6. Stop the FRONT printer with the PAUSE button  

- ²ƘŜƴ ǘƘŜ ǇŀǇŜǊ ǊŜŀŎƘŜǎ ǘƘŜ ά[ƻŀŘ {ƘŜŜǘέ ƭƛƪŜ ǎƘƻǿƴΣ ǳǎŜ ǘƘŜ tŀǳǎŜ ōǳǘǘƻƴ ƻƴ ǘƘŜ ǇǊƛƴǘŜǊ 

panel to stop the printer.  

- fix with a Scotch tape on the left and right the paper roll start to thŜ ά[ƻŀŘ {ƘŜŜǘέ 

- tǊƛƴǘŜǊ Cwhb¢Υ ǇǊŜǎǎ tŀǳǎŜ .ǳǘǘƻƴ ƻƴ ǘƘŜ ǇŀƴŜƭ ǘƻ ŎƻƴǘƛƴǳŜ ǇǊƛƴǘƛƴƎ ǘƘŜ α[ƻŀŘƧƻōέ 
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7. Finish printing the Load Job 

- tƘŜ  α[ƻŀŘƧƻōά ŦƛƴƛǎƘŜǎ ǇǊƛƴǘƛƴƎ 

- ¢ƘŜ α[h!5 {I99¢ά Ǉǳƭƭǎ the roll paper through the printer BACK 
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8. Printer BACK  

- wŜƳƻǾŜ α[h!5 {I99¢ 

 

 

 

 

9. Add the Paper Pressure bar 

 

 



 8 
 

 

 

10. Printer BACK ς Align the Paper 

- Pull the paper down 
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- Align the horizontal lines from the α[ƻŀŘ Wƻōά with the low bar by pulling the paper down  
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Loadjob 
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Check on parallelismen  

Check on Parallelismen, 

on left and right side 
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11. Printer BACK ς Press Paper Load Button  

-  After the alignment, hold the paper with the left hand and press on the Panel the button 

αtŀǇŜǊ [ƻŀŘ ά.  

- ŘƻƴΩǘ release the paper with the left hand to early. You need to wait approx 10 sec after the 

printer BACK has correctly fixes the paper.  
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12. Printer BACK ς Pull upcoming paper towards yourself  

- during the loading, the printer BACK is pushing the paper up 

- Pull the paper down which the printer back pushes up like shown to avoid a paper jam  

 

 

13. Printer BACK, select paper 

Select the α/ustoƳ мάόalready preselected ) and press OK 
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14. Printer BACK ς Forward Paper 

- Move the paper forward with the button αtŀǇŜǊ 5ƻǿƴά until the paper edge comes below the 

cutting system 
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15. Paper TENSION BAR 

- Add the άPaper Tensionέ tube  

- ¢ƘŜ ǇŀǇŜǊ ƛƴ ǘƘŜ αǊŜǎŜǊǾƻƛǊά ƛǎ ƴƻǿ ǘŜƴǎŜ   
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16. Add the Paper BOW  

 

- On the printer   FRONT, add the paper bow 

 

 

- On the printer  BACK, Turn the bow  90 degrees  
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17. DI-Pilot 

 

- Start DI-Pilot und press the button αPrintά to start printing 

 

 

 

 


